## Datalogger generated by PkTools. 11/3/2009(0:43)

IDENTIFICATION: Hlavni stanice - vystup

ADDRESS: Justicni palac - Budova 1

OBS: Technicka mistnost - 5patro

DataLogger file: JUSTIC.PAL._1

Plan:DVBT 1
Channel: | FREQ: | Type Meas: Units: V)fstu’p
signal
41k sit2 | 634.00 | DVB-T/H| POWER dBuV | 105.1
41k sit2 | 634.00 | DVB-T/H|C/N Auto dB >42.4
41k sit2 | 634.00 | DVB-T/H | MER dB 33.1
41k sit2 | 634.00 | DVB-T/H | NOISE MARGIN | dB 15.5
41k sit2 | 634.00 | DVB-T/H|CBER 1.3E-5
41k sit2 | 634.00 | DVB-T/H|VBER <1.0E-7
41k sit2 | 634.00 | DVB-T/H | OFFSET(kHz) kHz | 65534
41k sit2 | 634.00 | DVB-T/H | MPEG-2 LOCKED
53k sit1 | 730.00 | DVB-T/H| POWER dBuV | 105.2
53k sit1 | 730.00 | DVB-T/H|C/N Auto dB >41.3
53k sit1 | 730.00 | DVB-T/H| MER dB 33.0
53k sit1 | 730.00 | DVB-T/H | NOISE MARGIN | dB 15.4
53k sit1 |730.00 | DVB-T/H | CBER 74E-5
53k sit1 |730.00 | DVB-T/H|VBER <1.0E-7
53k sit1 |730.00 | DVB-T/H | OFFSET(kHz) kHz | 65534
53k sit1 | 730.00 | DVB-T/H| MPEG-2 LOCKED
59k sit3 |778.00 | DVB-T/H| POWER dBuV | 105.4
59k sit3 | 778.00 | DVB-T/H|C/N Auto dB >41.1
59k sit3 |778.00 | DVB-T/H| MER dB >34.0
59k sit3 | 778.00 | DVB-T/H | NOISE MARGIN | dB 16.4
59k sit3 | 778.00 | DVB-T/H| CBER <1.0E-5
59k sit3 |778.00 | DVB-T/H|VBER <1.0E-7
59k sit3 | 778.00 | DVB-T/H| OFFSET(kHz) kHz | 65533
59k sit3 |778.00 | DVB-T/H | MPEG-2 LOCKED




